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INTRODUCTION

This report is complementary to the report of the sametitle submitted by Borgman and Marrs (Contrad
No. N00014-98-C-0206)ral both relate to the joint proposd of the sanetitle by Borgman, Walsh, and
Marrs. The Borgman and Marrs reprt descibes pogresson the piincipd study, usng daafrom the
NASA/GSFC Scaaning RadarAltimeter (SRA) (Walsh et d., 1989, 1996j0 invedigae popettiesof
wavesin the open ocean relatedto Mobile Cffshore BasgMOB) concerns. That report covers dl areas
(Long-Term Goal, Objedives,Approad, Impad/Applicaion, Transitions and Rdated Rojeds, dc.) of
the principal study and they will not be repeaed here. This report describes work underway to assess
the accurag of the dda being usedn the piincipd study by edimating tilt modulation distortionsin the
wave topograhy measuredy a scaning radar #imeter.

The SRA two-way beamwidth of approximately 1°would produce a half-power footprint at nadir of
17.5mfrom 1 km height. Thisisthe nominal aircrat height for the high dtitude SRA daa from the
Southem Ocea WavesExpeliment (SONEX) usedin the piincipa study. At the nomina edgeof the
SRA swah, the aosstrack dmension of the footprint increaseto 203 m becausehe beam interces
the sea sdace at a 22incidence angle. It would be expededthat spaial filtering by the footprint
would reducehe apparst amplitudeof shorter ocean wavelengths. But we \ill see that modulation of
the radar coss setion causedy thetilts of the waves ca adudly make $iort waves appeamuch
higher in amplitude atoff-nadr locations.

APPROACH

The SRA and its predecess, the Suface @ntour RadarSCR), typicdly acqured daa while flying in
the downwind or upwind dredions becausehat producedthe best dredional wave spetra. However,
a recat examination of SRA data acquredon Odober 17, 1994, suggesithat wave tilt modulation of
the radar apss setion might affectthe SRA eevation measurenents. The arcrat was at 520 m
dtitudeflying pardle to the bead at Duck, NC, wth the SRA scaining perpadicular to the cress of
incoming swdl. The apparet wave height increasedignificantly from nadr to the edgeof the swah.

To quantify this effed, atwo-dimensional smulation has been performed in the crosstrad plane only


walsh@osb.wff.nasa.gov
http://aol11.wff.nasa.gov/sra

which assumed that sinusoidal waves of constant wavelength propagate in the cross-track direction (and
are infinitely long-crested in the along-track direction).

WORK COMPLETED

A nominal Gaussian antenna pattern©f 1 half-power width was represented by 60 points spaced at
0.0 intervals between -.5 and 1.5 relative to the antenna boresight. The variation of backscattered
power with local incidence angle was computed from values of sea surface mean square slope (mss)
selected to represent nearly omnidirectional scattering (an unrealistic condition) and a variety of wind
speeds at the SRA 36 GHz operating frequency. The antenna incidence angle boresight was varied
from nadir to 24 off-nadir, which could occur &t 2 aircraft roll attitude,in 2 increments.

At each cross-track position determined by the nominal boresight off-nadir angle, the phase of
sinusoidal waves of 400, 200, 100, 75, and 50 m wavelength were variec®from 0° to 355 in 5
increments. For each phase of each wavelength, the range to the centroid of the backscattered power
was computed using the variation in antenna gain times the variation of the radar cross section with
local incidence angle determined by the combination of off-nadir angle and the sea surface tilt caused by
the wave. That range was ascribed to the nominal boresight of the antenna and the surface elevation
was computed from the expression e = h - ri;ashere e is the output elevation from the SRA, h is

the aircraft height, r is the computed centroid range Bandhe nominal boresight angle.

RESULTS

Figure 1 shows the results using a mss of 10. This is absurdly large considering that the Plant (1982)
upperlimit on mss is 0.08, but it is a convenient way computationally to look at nearly omnidirectional
scattering for which there would be no tilt modulation.

\sra\titmod4.m h(m)=1000, wIl(m)=50(0),75(+),100(x),200(*),400(-), gamma = 40, mss=10 300ct98
1 — =
ES * * * * * * - =

x *
—0.9¢ < e =< -

(SRA WAVE HEIGHT)/(ACTUAL WAVE HEIGHT

1 1 1 1
6} 5 10 15 20 25
OFF-NADIR INCIDENCE ANGLE

Figure 1. Antenna footprint spatial filtering effects for nearly omnidirectional scattering.



Figure 1 shows the simulation computed ratio of the wave height observed that would be observed by
the SRA to the actual wave height for five wavelengths: 400, 200, 100, 75, and 50 m. The parameter
gamma in the figure header is taken to be the ratio of wavelength to wave height. A value of 40 would
be representative of a fully-developed sea, while 20 would indicate a developing sea and 80 would be
swell. All three values were used, but only the fully-developed case results are shown here.

At 1 km height, the SRA swath width is 800 m, so the five wavelengths correspond to a swath which is
2,4, 8, 10.7, or 16 wavelengths wide. The results of the simulation do not change with aircraft height
as long as the corresponding wavelength is changed to maintain the same swath width to wavelength
ratio, and gamma is also held constant.

Figure 1 shows the mss = 10 case for which the scattering is nearly omnidirectional. In this case the
measured wave height is less than the actual wave height due to spatial filtering by the antenna
footprint. The solid curve shows that if the swath is only two waves wide (400 m wavelength case),

then the reduction of the apparent wave height is only 1% or 2%. For four waves across the swath (200
m wavelength case) the reduction is about 3% at nadir and about 8% at 24 off-nadir. As would be
expected, the spatial filtering become more severe as the wavelength shortens, bringing it closer to the
size of the antenna footprint. For 50 m wavelength (16 waves across the swath) the reduction in
apparent wave height at nadir is about 35% and‘at 24 off-nadir it is almost 90%.

Figure 2 shows that when the highest reasonable value of mss is used in the simulation (the Plant limit of
0.08), the nadir values of the wave height ratio are the same as for the omnidirectional scattering case.
But something quite surprising is observed as the off-nadir angle increases. The apparent wave height
increases and becomes larger than the actual wave height by gbout 10 off-nadir. And the shorter the
wavelength, the larger the apparent wave height increase. This represents a systematic over-estimate of
the wave amplitude for waves propagating in the cross-track direction.
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Figure 2. Tilt modulation effects for mss corresponding to the Plant (1982) lumipen mss of 0.08.



For lower values of mss the situation worsens. Figures 3 and 4 show the simulation results for mss
values of 0.04 and 0.02, which correspond to wind speeds of about 12 m/s and 4 m/s, respectively. At
the low wind speed, even the 200 m wavelength sinusoid has an apparent wave height that is more than
a factor of two too large at the edge of the swath.

When the aircratft is flying perpendicular to the wave crests, the slopes in the cross-track plane of
incidence as relative small because the SRA is scanning parallel to the wave crests. This was the
situation for most of the high altitude (1 km) data taken during the Southern Ocean Waves Experiment
(SOWEX) presently be analyzed under Contract No. NO0014-98-C-0206 (Borgman et al., 1998). But
tilt modulation effects are of great concern for SRA data collected this season on one of the NOAA
hurricane hunter aircraft. The minimum aircraft altitude was 1.5 km and it frequently flew higher. For a
given wavelength and gamma, the effect increases with increasing aircraft altitude. SRA raw data
acquired at 1.5 km height in Hurricane Bonnie can be viewed at http://aoll1.wff.nasa.gov/sra/bonnie-
index.html. The image is quite impressive and shows the general variation of the wave field in the
various quadrants, but it indicates that the SRA was scanning more nearly perpendicular to the wave
crests than parallel to them most of the time because of the flight pattern used by NOAA for eye
penetrations. These data need careful analysis before any quantitative conclusions can be drawn.

This analysis is still at an early stage and the results of the 2-dimensional simulation should not be
viewed with too great alarm since the raw SRA data do not look absurd. But it was recognized during
hurricane flights this year that the higher waves were predominately observed near the edge of the SRA
swath. A 3-dimensional simulation is being developed to model waves propagating at various azimuthal
angles relative to the cross-track plane. The results of this model will be verified by comparing them
with SRA data and optimum correction procedures will be developed.
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Figure 3. Tilt modulation effects for mss = 0.04, corresponding to a wind speed of about 12 m/s.
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Figure 4. Tilt modulation effects for mss = 0.02, corresponding to a wind speed of about 4 m/s.



